


StarBoard F-75/ F-60 System Specification

Mode Name F-75 | F-60
Input Methods Infrared and ultrasonic methods
Interface Wired RS-232C
Wireless USB
Sampling Rate Approximately 66 points/sec
Electronic Pen 3-button projection pen, 1 x AAA battery
Effective Screen Size 75inch 60" (W)x45" (H) 60inch 47.9" (W)x35.9” (H)
Starboard Dimensions 69.3" (W)x50.1” (H)x4.6" (D) 57.3" (W)x41.5" (H)x4.6" (D)
Starboard Height w/ Stand H 80.7",78", 752", 72.4",69.7" ,66.9" (6 levels)
Weight( w/o Stand / w/ Stand) Approx. 41.9 Ibs/Approx. 76 Ibs | Approx. 30.9 Ibs/Approx. 65 Ibs
Power Consumption/ 6w/
Power Adapter AC adapter Input (AC100~240V, 0.5A, 50/60HZ) Output (DCOV? 1.12A)
Surface Specification Anti-glare surface/magnetic applicable
Components Starboard unit, Projection pen, AC adapter, Seria cable (23 feet), AAA battery, Bundled
standard software (Starboard Software), user’s guide, wall mounting bracket, USB wireless
receiver unit (for wireless model only)

Optiona products

Model name F-75E / F-60E

Stand Dimension 48.4" (W)x66.9" (H)x24.4" (D), Weight: Approx. 34.2 Ibs, Height Adjustment:
6levels, Lift lock caster

Electronic Pen/ Electronic Pen x 4 (Black/Red/Blue/Green 1pen each), Electronic eraser, Dry-erase marker x 4

Electronic (for dry-erase use) (Black/Red/Blue/Green 1pen each), CR2032 battery x 10, Eraser pad (for spare)

System Environment

Specification Requirement e

CPU Pentium2 300MHz or higher

Memory 128MB or higher

Graphic Color High Color (16hit or more)

Hard disk 100MB or more available space

USB Port At least one (for wireless use only)

Serial Port At least one (for wired use only)

Operating System Windows98/Me/2000/XP, NT4

Other Software Internet Explorer 5.5 or higher (Internet
Explorer 6.0 or higher is recommended), IME
2000/2002, PowerPoint 97/2000/2002,
DirectX8.1 (for Windows98/Me/2000),
Media Player 6.4 (for Windows NT4.0)




